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LIVABLE PLACES ACTION COMMITTEE

The Livable Places Action Committee Is creating opportunities within our
development standards that encourage housing variety and affordabillity.
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PROPOSED AMENDMENTS

A Residential buffering standards (Chapter 42)
A Garage screening standards (Section 406 Construction Code)
A Lighting fixture standards (Section 513 Electric Code)

A Bulk container screening standards (Chapter 39)
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RESIDENTIAL BUFFERING STANDARDS

Changes with the amendments
A High- .. ., . L. ... ... 1A

I must provide buffer (of 30 - 40 feet) from all single family
residential and multi unit residential developments

I when along local or collector streets

AMid- © o0 o oL T L, 1Al

I must provide buffer (of 15 feet) from all single family residential
and multi unit residential developments

I when along only local street



CURRENT RESIDENTIAL BUFFERING STANDARDS

Current Buffering Standards for developments meeting all the
compliance criteria:
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PROPOSED RESIDENTIAL BUFFERING STANDARDS

(1) High - rises (2) Mid- rises

Average Height of
the Highest Roof Surface
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75" or greater
65" or greater
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GARAGE SCREENING STANDARDS
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Changes with the amendments

To help block light from car headlights

A All parking garages faces

I Abutting or across the street from residential development

I Provide exterior cover of 50 inches for all floors of parking

To help block light from garage ceiling fixtures

A Parking garage structures
I Abutting a public street, or residential development
I Not create light trespass more than 0.2fc at the property ling ™ — — e
I Focus internal ceiling light fixtures appropriately OR g -

I Provide full screening
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GARAGE SCREENING STANDARDS

To address lighting from car headlights:

Current Standards Proposed Standards

OPAQUE
EXTERIOR
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GARAGE SCREENING STANDARDS

To address light from garage celling fixtures:




